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LORANDI

BULK MATERIALS TECHNOLOGY

BLOWERS LH

Our blowers LH ® conform to conveying systems up to 4 Ton/h.

The blower can be integrated in different kind of plants. Since its high air volume, it
is suitable for the transport of granules material with a s.w. from 0,2 to 0,9 ton./m3.

Some of these blowers are available in stainless steel AISI 304 version.
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BULK MATERIALS TECHNOLOGY

TECHNICAL SPECIFICATIONS

TYPE Eng.Kw. Air Vol. m3/h Max Press mm H20 TYPE A B G D E Kg.
LPATO™ 0,75 1700 160 F28 473 433 72 100 RP 366 10
120 1,5 1900 250 F40 538 530 85 100 RP 432 15
LPA 20 Inox™ 1,5 1900 350 Lo 567 465 150 160 RP 402 21
L40 3 2600 350 120 685 650 125 160 RP 520 45
L55 4 1800 650 140 815 740 105 160 RP 600 70
LPA55* 4 2600 650 L55 850 770 120 160 RP 640 70
L75 5,5 3200 650 L75 850 770 120 160 RP 640 80
L100 75) 1800 950 L100 1110 1150 160 160 RP 590 165
L150 1 1800 1300 1150 1110 1150 160 160 RP 725 215

* Model LPA 55 reinforced
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